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SCANLIFE Industrial 2D Barcode Scanner
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Performance Parameters

Light Sources: 617nm LED Aimer,White LED

Supported Symbologies:  1D:Codebar, Code11, Code39, Code93, UPC/EAN, Code128, EAN-128, Interleaved 2 of 5,
Matrix 2 of 5, MSI Code, Industrial 2 of 5, GS1 Databar.
2D:QR Code, Data Matrix, PDF417

Scan Type : Image CMOS.

Scan Speed: >25inch/63cm per second

Scan Method: lly/Ce (Optic )
Scan Angle: Yaw +60°,Rotation 360°,Pitch+65°

Precision: Code 39 4.8mil,UPC60% Smil,PDF417 Smil,Datamatrix 7.5mil
Depth of scan field: 5-390mm

Error Rate: Less than 1/5million

Indicator: LED,Buzzer

Interface USB-HID,USB-COM,RS232

Dimensions: 83mm*70mm*172mm

Weight

Material: ABS+PC

Cable Length: 2M

‘Operating Temperature: -20°C~60°C

Storage Temperature: -40°C~70°C

Relative Humi & %~95%(Non-cor

ndensing)
Drop/Shock Resistance:  Withstands multiple times 3meters drops
Voltage : DC5V5%
Current : 135mA(Operating)



